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?7r WEST Search History 



DATE: Thursday, July 07, 2005 

Hide? ^ £to ^ 

DB=PGPB, USPT; PLUR=YES; OP=OR 

□ L34 133 or 132 282 

□ L33 (copper adj2 smoothS) and polyimide and ("peel strength" or "peeling strength") 37 

□ L32 131 or 127 256 

□ L31 130 not 127 68 

□ L30 (copper adj 3 (layer or film or coating)) and 129 82 

□ L29 124 and ((copper adj 3 (sputter$ or pvd or (vapor adj 1 deposits)))) 92 

□ L28 124 and ((copper adj 4 (sputterS or pvd or (vapor adj 1 deposits)))) 1 10 

□ L27 123 or 126 188 

□ L26 pctandL25 31 

□ L25 110 and L24 369 

□ L24 (polyimide and copper and "peel strength") 1477 

□ L23 122 or 121 164 

□ L22 ((polyimide same verticals) and copper and "peel strength") 3 1 

□ L21 120 or 117 138 

D L20 L19notll7 20 

n t 1 o (polyimide and copper and "peel strength" and ((electrolyS or electroplS) same „ 

5 L1V verticals)) "" ' ' 23 

□ LI 8 (P°\y imide and C0 PP er ^ "peel strength" and (electrolyS or electroplS) and 

verticals) 

□ L17 111 or 19 118 

□ L16 112 notll5 34 
H L15 114 orll3 33 

□ L14 electropla$andll2 22 
. □ L13 electroly$andll2 25 

□ L12 LI 1 not 19 67 

□ Ll 1 (polyimide and copper and "peel strength" and (protrusion or protuberance)) 71 

(428/612 or 428/626 or 428/674 or 428/687 or 428/220 or 428/332 or 428/457 

□ L10 or 428/458 or 428/473.5 or 428/934 or 428/935 or 205/1 1 1 or 205/182 or 15796 

205/186 or 205/183 or 205/187 or 205/238 or 205/239 or 205/291)! [CCLS] 

□ L9 17 or 16 51 
° L8 (4731287| 5158831| 5741598| 6129982| 6217996| 6548180| 6555238| 6699572| 10 
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6705007| 20010010860)![pn] 

fj L7 (P°lyi m ^ e an( * copper and "peel strength" and (protrusion or ^ 
' protuberance)).clm. 

O L6 (polyimide and copper and "peel strength").clm. 51 
DB=EPAB,JPAB,DWPI; PLUR=YES; OP=OR 

□ L5 11 not 13 73 

□ L4 13 not 12 11 
O L3 electrolyt$andll 13 

□ L2 protrusion and 11 3 

□ LI polyimide and copper and "peel strength" 86 
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